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General Information 

1. Inspection Start Time
13:00

2. Year Built
1958

3. Others Present
No Client or Agent Present

4. Occupancy
Vacant with a minimal amount of personal items still present in the house. PERSONAL
BELONGINGS RESTRICTED THE VIEWING OF SOME AREAS AND COMPONENTS DURING THIS
INSPECTION. ALL AREAS AND COMPONENTS THAT WERE NOT ABLE TO BE VIEWED ARE
EXCLUDED FROM THIS INSPECTION REPORT.

5. Entrance Faces
For the purpose of this report the building is considered to be facing South.

6. Weather Conditions
Clear

7. Ground/Soil Surface Condition
Dry

8. Utilities to the House
Electric, Gas and Water

9. Fee
$350.00

10. Inspection End Time
16:00
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Thank You for Choosing 
Noble Inspections! 

I truly appreciate the opportunity to perform this inspection for you. Please read this entire report and contact 
me by phone or email with any questions that you have.  
 
The following report is comprised of the opinions of the inspector based on the condition of the readily visible 
components, at the time of, and within the scope of your specific inspection. The inspection and report are 
intended to provide you with a in-depth look at the overall condition of the house along with identifying 
concerns related to the safety and functionality of components that the inspector believes need further 
evaluation or repairs. 
 
Noble Inspections recommends that qualified licensed contractors perform all further evaluations and repairs 
for any concerns identified within this report. We also recommend hiring qualified, licensed contractors for all 
future work that you have performed at your home. 
 
This inspection report represents a snapshot in time. A home inspection for a home is very similar to having a 
general exam performed by a doctor or having a mechanic look over a car you are considering for purchase. 
Just like the doctor and mechanic cannot tell you about the absolute specific future performance of every 
component of your body or the vehicle; an inspection cannot predict the future performance of any component 
of a house or building. There is always a period in time when all components begin to fail or cease to function; 
one minute they are operating as intended, and the next, they fail or begin failing. This report is intended to 
provide you with all of the information that I gather during your inspection so that you can make an informed 
decision about this property, utilizing that information. This report cannot predict the future performance of, 
nor can it warranty any component. 
 
I highly recommend performing a thorough walk-through, with your Realtor or representative to ensure that 
the house is in the condition that is expected, prior to closing. A Final Walk Through Checklist has been include 
at the end of this report to assist you with this process. 
 
 
Thank you again for trusting Noble Inspections, 
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 Lot & Grounds 

 Exterior 

1. Driveway
Material/Type: Concrete

1.1. The driveway appeared functional at the time of inspection.

2. Porch
Material: Concrete

2.1. The porch appeared functional at the time of the inspection.

3. Patio
Material: Concrete • Paver

3.1. The patio appeared functional at the time of the inspection.

4. Grading
Minor Slope

5. Vegetation
Grass • Shrubs • Trees

5.1. MAINTENANCE: Landscaping should be maintained on a regular basis.  Trimming
bushes to keep them away from the structure and tree limbs from touching the roof is
recommended to prevent damage.

6. Window Wells
Material: Metal

6.1. The window wells appeared functional at the time of the inspection.  Periodic
inspection and removal of any accumulated debris is recommended.

1. Exterior Siding
Material: Vinyl Siding • Brick

1.1. The steel lintel at the garage service door has started to rust and expand, causing
damage to the exterior surface of the building. Further evaluation by a qualified
contractor is recommended with repairs being made as needed.
*Note: A rusted steel lintel will continue to expand and cause damage if repairs are not
made.

1.2. Cracked bricks/mortar noted on the exterior of the house near the garage service
door. Repairs, made by a qualified contractor, are recommended.
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2. Soffit
Material: Metal

2.1. The soffit material appeared functional at the time of the inspection.

3. Fascia/Eaves
Material: Metal

3.1. The fascia material appeared functional at the time of the inspection.

4. Exterior Electrical
Type: Non-Grounded Outlet (2-prong)

4.1. UPGRADE: The exterior outlets are not GFCI protected. GFCI protection was not
required when this house was built, but it is now recommended that all exterior outlets be
GFCI protected as a safety precaution.

4.2. Damaged weatherproof cover observed.  Repairs or possibly a new cover is needed
as a safety precaution.
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 Roof 

5. Exterior Lighting
Type: Surface Mount

5.1. Some lights appear to be activated by a photocell type switch.  Due to this, I was
unable to test the light for operation during this inspection.

6. Exterior Faucet
Observed • Non Frost Proof

6.1. All of the visible and accessible hose faucets that were tested functioned normally at
the time of the inspection. I recommend winterizing the faucets prior to the onset of below
freezing temperatures. For information on how to winterize hose bibs, please see:
www.nobleinspector.com/post/winter-months-are-cold-and-ice-floats-so-get-your-hoses-
in-order

7. Doorbell
This house does not appear to have a doorbell.

8. Entry Door
Material/Type: Metal & Glass • Wood & Glass

8.1.  The doors functioned normally during operation and showed normal signs of wear and
tear.

1. Roof
Location: House & Garage

Method of Inspection:
• Observed From The Ground & Top Of Ladder

2. Roof Style
Gable

3. Roof Covering
Material: Composition Shingles

Age: The roof is approximately 11-12 years old

3.1. The general condition of the roof appears consistent with age and wear. Continue to
monitor the roof as it ages. Because the roofing material is subject to harsh conditions on a
year-round basis, I recommended, ideally that roofs be inspected annually. An alternative
schedule recommended by many roofers, is to have the roof inspected at 5 years old, 10
years old, 13 years old, 15 years old, 17 years old and every year thereafter.
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 Air Conditioning 

4. Roof Flashings
Material: Metal • Neoprene

4.1. The visible flashing appeared functional at time of inspection.

5. Skylight
Not Present

6. Plumbing Vent
Material: Cast Iron

6.1. The vents appeared functional at time of inspection.

7. Chimney
Material/Type: Brick w/ Concrete Crown

7.1. The condition of the chimney is consistent with age and appeared to be functional at
the time of the inspection.

8. Gutters/Downspouts
Material/Type: Metal

8.1. The visible gutters and downspouts appeared functional at time of inspection.

9. Downspout Extensions
Material/Type: Metal

9.1. The visible downspout extensions appeared functional at time of inspection.

1. A/C
Location: North

Type: Central A/C

1.1. The unit was operated during this inspection and is cooling as intended.

2. Exterior Unit
Maufacturer: Goodman

2.1. The unit was operated during this inspection and is cooling as intended. On a yearly
basis, I recommend having a qualified HVAC technician perform an annual check up on
this unit as preventative maintenance.
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3. Capacity/Age
Cooling Capacity: 2 Ton

Age: The exterior unit was manufactured in 2018.

4. A/C Electrical Supply
Maximum Amperage: 20

External Disconnect: Spade Disconnect

5. Area/Differential
Area Served: The Entire Home

Temperature Differential: 17 Degrees F.

6. Condensate Removal
Material/Type: Plastic Tubing • Floor Drain
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Heating System 

1. Heating System
Manufacturer: Goodman

Energy Source: Natural Gas

1.1. The furnace operated properly when tested.

2. Type/Capacity
Distribution/Type: Forced Air

Heating Capacity: 75,000 BTU

3. Area Served/Age
Area Served: Entire Home

Age: The exterior unit was manufactured in 2018.

4. Distribution
Material/Type: Metal Ducts

4.1. The visible duct work appeared functional at the time of the inspection.

5. Flue
Material/Type: PVC

5.1. The visible portions of the flue pipe appeared to be functional at the time of the
inspection.

6. Filter
Location: Left side of the furnace

Size/Type: 16x25x5 - High efficiency

6.1. Check the filters monthly and anticipate changing them every 2-3 months.
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 Water Heater 

7. Thermostat
Location: Living Room

7.1. The thermostat operated normally during this inspection.

1. Water Heater
Manufacturer: A.O. Smith

1.1. The water heater functioned normally at the time of the inspection.

1.2.  Hot water temperature at time of inspection: 122

2. Energy Source/Capacity
Energy Source: Natural Gas

Capacity: 50 Gal.

3. Area Served/Age
Area Served: Entire Home

Age: The water heater is approximately 10 years old.

4. Flue
Material/Type: Metal into Masonry

4.1. The water heater flue appeared functional at the time of the inspection.
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 Plumbing 

5. TPR Valve
Material: CPVC

5.1. The TPR (temperature pressure relief) valve was not tested, as it is not a testable
component during an inspection, but no deficiencies were noted during the inspection.

1. Water Source
Source: Municipal

How Verified: Visual Inspection

2. Water Service Line/Main Shutoff
Material: Copper

Main Shutoff Location: Basement

2.1. The water service line appeared to be functional at the time of inspection.

3. Water Lines
Material: Copper • Polyethylene (PEX)

3.1. The visible water lines appeared functional at time of inspection.

4. Sewage Disposal
Disposal Type: Municipal

How Verified: Visual Inspection
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 Electrical Service 

5. Waste Piping
Material: PVC • Cast Iron

Service Cap: Observed

5.1. Sanitary sewer line service cap/s were observed. They appeared to be functional at
the time of the inspection.

6. Gas Supply
Meter Location: Gas meter/ main shutoff valve is located on the west side of the structure.

Gas Line Material: Black Iron • Poly

6.1. The visible gas lines appeared functional at time of inspection.

1. Service Type/Amperage
Service Type: Underground

Amperage: 150

1.1. No deficiencies noted

2. Service Conductor
Material/Type: Not Visible

3. Branch Circuit
Sheathing Material: Plastic Covered • Conduit (individual wires in metal pipe) • BX (flex
metal jacket)

Conductor Material: Copper

3.1. Visible branch circuit appeared functional at the time of the inspection.
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 Electrical Panel 

4. Ground
Grounding Type: Grounding Bushing In Panel Box • Wire Exiting Panel Box

4.1. Ground wire was observed clamped to a water pipe. Periodically check this
connection to ensure that it stays tight at all times.

1. Location/Manufacturer
Location: Garage

Manufacturer: I-T-E

1.1. The electrical panel appeared functional at the time of the inspection.

2. Service Wire/Disconnect
Conductor Material: Aluminum

Main Breaker Size: 150 Amp Breaker

2.1. The service wire and disconnect appeared to be functional at the time of the
inspection.

3. Capacity
Panel Capacity: 150 Amps

Overcurrent Type/Number: Breakers • 17 - number of 120, single pole breakers • 7 -
number of empty slots for future use

3.1. The breakers/fuses appeared to be functional at the time of the inspection.
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 Garage 

4. GFCI/AFCI
GFCI Breakers: Pesent

AFCI Breakers: Not Present

4.1. GFCI breakers were tested and appeared to be functional at the time of the
inspection.

4.2. UPGRADE: Consider adding AFCI breakers as an upgrade.  AFCI breakers provide
protection from parallel arc-faults in house wiring and low level series arc-faults that can
occur in cords and inside appliance equipment.  Newer standards, that have not been
accepted by most municipalities, want AFCI protection on all circuits in the home. The
current breakers are functioning properly, but if you desire the additional protection,
upgrading is recommended.

5. Panel Bonding
Panel Bonded: Yes

5.1. Proper bonding observed in the panel.

1. Location/Spaces
Location: Attached - Side of house

Number of Car Spaces: 1

2. Overhead Door
Number of Doors: 1

Material: Metal

• The overhead door appeared functional at the time of the inspection.

3. Door Opener
Manufacturer: Raynor

Safety Features: Safety Reverse - Present • Safety Sensor - Present

3.1. Safety sensors operated normally, reversing the door when obstructed.

3.2. The automatic garage door opener entrapment feature operated and revered
direction when it hit the 1 1/2 inch object.
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4. Service Door
Material/Type: Wood

4.1. Damaged/loose flashing and trim noted around the garage service door. Repairs,
made by a qualified contractor, are recommended.

5. Floor
Material: Concrete

5.1. Surface deterioration was observed, but overall the floor still appears to be functional.

6. Ceiling
Material: Drywall

6.1. UPGRADE: Incomplete fire wall protection exists at the ceiling at this time.  Installation
of drywall tape and drywall joint compound is recommended as a safety precaution.  Fire
wall protection may not have been 'required' when this house was constructed, but fire
wall protection is now recommended as an "upgrade".

7. Walls
Material: Drywall • Cement Block

7.1. UPGRADE: Incomplete fire wall protection exists at this time.  Installation of drywall
tape, drywall joint compound, paint is recommended as a safety precaution.  Fire wall
protection may not have been 'required' when this house was constructed, but fire wall
protection is now recommended as an "upgrade".

8. Windows
Material/Type: Glass Block

8.1. The windows in the garage were of a non-openable type.
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 Bedroom 1 

9. Electrical
Type: Grounded Outlets (GFCI Protected)

9.1. UPGRADE: GFCI outlet present with an open ground condition. That means the outlet is
GFCI protected but it does not have an equipment ground. Upgrading the outlet to
include an equipment ground is recommended if it is used to power certain devices that
require or benefit from a grounded electrical connection. I recommend consulting with an
electrician about your specific needs with UPGRADES being made as needed.

10. Lighting
Type: Lighting Present

10.1. The lights in the garage functioned properly when tested.

1. Bedroom Location
1st Floor SW

2. Ceiling
Material: Drywall

2.1. General condition is consistent with age and wear.

3. Walls
Material: Drywall

3.1. General condition is consistent with age and wear.

4. Floor
Material: Wood

4.1. General condition is consistent with age and wear.

5. Doors
Material/Type: Hollow Wood

5.1. Operated when tested. No deficiencies noted.

6. Windows
Material/Type: Wood Awning • Wood Double Hung

6.1. Hard operation noted at the windows on the south wall.  Adjustments or repairs are
recommended to allow the windows to operate smoothly/easily/safely.
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 Bedroom 2 

7. Electrical
Type: Grounded Outlets (3-prong)

7.1. Open grounds were noted at the 3-prong outlets in this room. Any 3-prong outlet
installed in a house is supposed to be properly grounded, but grounds were not required
when this house was built. 2-prong outlets are no longer widely available and they are
generally more expensive than a standard 3-prong outlet. This is the reason that most
people use 3-prong outlets as replacements in older homes. For most electrical devices
with 2-prong cords, this does not present any issues; however, some electrical devices such
as computers have 3-prong cords and it is these devices that benefit from a properly
grounded outlet. While it is not required that the electrical system in an older home be
upgraded to grounded wiring, it may be desired to have some of the outlets in the house
upgraded, depending on your particular usage requirements. I recommend contacting a
licensed electrician to discuss your options.

8. Lights/Switches
Type: Lighting Present

8.1. The lights functioned normally when tested.

9. HVAC
Type: Floor Register

9.1. The HVAC source was working normally at the time of the inspection.

1. Bedroom Location
1st Floor NW

2. Ceiling
Material: Drywall

2.1. General conditions of ceilings are consistent with age and wear.
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3. Walls
Material: Wood

3.1. General conditions of the walls are consistent with age and wear.

4. Floor
Material: Wood

4.1. No deficiencies noted, normal wear and age.

5. Doors
Material/Type: Hollow Wood

5.1. Operated when tested. No deficiencies noted.

6. Windows
Material/Type: Wood • Wood Awning

6.1. All windows were tested and operated normally.

7. Electrical
Type: Grounded Outlets (3-prong)

7.1. Open grounds were noted at the 3-prong outlets in this room. Any 3-prong outlet
installed in a house is supposed to be properly grounded, but grounds were not required
when this house was built. 2-prong outlets are no longer widely available and they are
generally more expensive than a standard 3-prong outlet. This is the reason that most
people use 3-prong outlets as replacements in older homes. For most electrical devices
with 2-prong cords, this does not present any issues; however, some electrical devices such
as computers have 3-prong cords and it is these devices that benefit from a properly
grounded outlet. While it is not required that the electrical system in an older home be
upgraded to grounded wiring, it may be desired to have some of the outlets in the house
upgraded, depending on your particular usage requirements. I recommend contacting a
licensed electrician to discuss your options.

8. Lights/Switches
Type: Lighting Present

8.1. Lights operated when tested.

9. HVAC
Type: Floor Register

9.1. The HVAC source was working normally at the time of the inspection.
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Bedroom 3 

1. Bedroom Location
2nd Floor West

2. Ceiling
Material: Drywall

2.1. General conditions of ceilings are consistent with age and wear.

3. Walls
Material: Drywall

3.1. General conditions of the walls are consistent with age and wear.

4. Floor
Material: Wood

4.1. No deficiencies noted, normal wear and age.

5. Doors
Material/Type: Hollow Wood

5.1. The doors functioned normally when tested.

6. Windows
Material/Type: Wood

6.1. All windows were tested and operated normally.

7. Electrical
Type: Grounded Outlets (3-prong)

7.1. Open grounds were noted at the 3-prong outlets in this room. Any 3-prong outlet
installed in a house is supposed to be properly grounded, but grounds were not required
when this house was built. 2-prong outlets are no longer widely available and they are
generally more expensive than a standard 3-prong outlet. This is the reason that most
people use 3-prong outlets as replacements in older homes. For most electrical devices
with 2-prong cords, this does not present any issues; however, some electrical devices such
as computers have 3-prong cords and it is these devices that benefit from a properly
grounded outlet. While it is not required that the electrical system in an older home be
upgraded to grounded wiring, it may be desired to have some of the outlets in the house
upgraded, depending on your particular usage requirements. I recommend contacting a
licensed electrician to discuss your options.

8. Lights/Switches
Type: Lighting Present

8.1. Lights operated when tested.



John Mielke Noble Inspections

  Client McClientson 1234 Noble Inspections Drive, Racine, WI

Page 19 of 41

 Bathroom 1 

9. HVAC
Type: Wall Register

9.1. The HVAC source was working normally at the time of the inspection.

1. Bathroom Location
1st Floor

2. Ceiling
Material: Drywall

2.1. General condition of ceilings are consistent with age and wear.

3. Walls
Material: Drywall

3.1. General condition of the walls are consistent with age and wear.

4. Floor
Material: Vinyl Plank

4.1. No deficiencies noted, normal wear and age.

5. Doors
Material/Type: Hollow Wood

5.1. Operated when tested. No deficiencies noted.

6. Windows
Material/Type: Glass Block with Vent

6.1. All windows were tested and operated normally.

7. Electrical
Type: Grounded Outlet (GFCI Protected)

7.1. Outlets functioned properly when tested.

8. Lights/Switches
Type: Lighting Present

8.1. Lights operated when tested.
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 Bathroom 2 

9. HVAC
Type: Floor Register

9.1. Heating source is working at the time of the inspection.

10. Sink
Material/Type: Ceramic

10.1. Operated when tested. No deficiencies noted.

11. Toilet
Present: Yes

11.1. The toilet is loose at the floor. Repairs are needed to ensure leakage does not occur.

12. Tub/Shower
Tub Type: Multi Section Unit • Whirlpool Tub

12.1. The whirlpool tub did not function when tested. It appears that the electrical service
has been disconnected from the tub. Repairs, made by a qualified contractor, are
recommended.

13. Ventilation
Type: Electric Unit • Window

13.1. Unit functioned when tested.

1. Bathroom Location
2nd Floor

2. Ceiling
Material: Drywall

2.1. General condition of ceilings are consistent with age and wear.

3. Walls
Material: Drywall

3.1. General condition of the walls are consistent with age and wear.
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4. Floor
Material: Tile

4.1. No deficiencies noted, normal wear and age.

5. Doors
Material/Type: Hollow Wood

5.1. Operated when tested. No deficiencies noted.

6. Windows
Material/Type: Wood

6.1. All windows were tested and operated normally.

7. Electrical
Type: Grounded Outlets (GFCI Protected)

7.1. UPGRADE: GFCI outlet present with an open ground condition. That means the outlet is
GFCI protected but it does not have an equipment ground. Upgrading the outlet to
include an equipment ground is recommended if it is used to power certain devices that
require or benefit from a grounded electrical connection. I recommend consulting with an
electrician about your specific needs with UPGRADES being made as needed.

8. Lights/Switches
Type: Lighting Present

8.1. Inoperative light observed.  The wall switch did not operate the light when tested. If
there is a light bulb for this fixture, I recommend replacing the bulb. Check the light for
operation after changing the bulb. If the light does not function after changing the bulb,
repairs, made by a qualified contractor are recommended. *Note: Some light fixtures,
typically LED fixtures, no longer have bulbs that can be changed.
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 Area 

9. HVAC
Type: Wall Register

9.1. Heating source is working at the time of the inspection.

10. Sink
Material/Type: Ceramic

10.1. Operated when tested. No deficiencies noted.

11. Toilet
Present: Yes

11.1. Operated when tested. No deficiencies noted.

12. Tub/Shower
Tub Type: Multi Section Unit

12.1. The shower diverter does not properly route all of the water flow up to the shower
head.  A replacement tub spout/diverter valve unit appears to be needed. Repairs, made
by a qualified contractor, are recommended.

13. Ventilation
Type: Electric Unit • Window

13.1. Unit functioned when tested.

1. Area Location
Living Room • 1st Floor Hall
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2. Ceiling
Material: Drywall

2.1. General conditions of ceilings are consistent with age and wear.

3. Walls
Material: Drywall

3.1. General conditions of the walls are consistent with age and wear.

4. Floor
Materil: Vinyl Plank

4.1. No deficiencies noted, normal wear and age.

5. Doors
Material/Type: Hollow Wood • Hollow Wood Pocket

5.1. Operated when tested. No deficiencies noted.

6. Windows
Material/Type: Wood • Fixed Pane

6.1. All windows were tested and operated normally.

7. Electrical
Type: Grounded Outlets (3-prong)

7.1. Open grounds were noted at the 3-prong outlets in this room. Any 3-prong outlet
installed in a house is supposed to be properly grounded, but grounds were not required
when this house was built. 2-prong outlets are no longer widely available and they are
generally more expensive than a standard 3-prong outlet. This is the reason that most
people use 3-prong outlets as replacements in older homes. For most electrical devices
with 2-prong cords, this does not present any issues; however, some electrical devices such
as computers have 3-prong cords and it is these devices that benefit from a properly
grounded outlet. While it is not required that the electrical system in an older home be
upgraded to grounded wiring, it may be desired to have some of the outlets in the house
upgraded, depending on your particular usage requirements. I recommend contacting a
licensed electrician to discuss your options.

8. Lights/Switches
Type: Lighting Present

8.1. Lights and switches functioned normally when tested.

9. HVAC
Type: Floor Register

9.1. Heating source is working at the time of the inspection.
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 Laundry 

1. Laundry Location
1st Floor

2. Ceiling
Material: Drywall

2.1. General condition of ceilings are consistent with age and wear.

3. Walls
Material: Drywall

3.1. General condition of the walls are consistent with age and wear.

4. Floor
Material: Vinyl Plank

4.1. No deficiencies noted, normal wear and age.

5. Windows
Material/Type: Wood

5.1.  Stuck window(s) noted.  Adjustments or repairs are recommended to restore this
window to an operational condition.  Since windows also serve as a potential escape
route, all windows should be kept in operational condition.
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6. Electrical
Type: Grounded Outlet (3-prong) • Grounded Outlet (GFCI Protected)

6.1. UPGRADE: GFCI outlet present with an open ground condition. That means the outlet is
GFCI protected but it does not have an equipment ground. Upgrading the outlet to
include an equipment ground is recommended if it is used to power certain devices that
require or benefit from a grounded electrical connection. I recommend consulting with an
electrician about your specific needs with UPGRADES being made as needed.

6.2. Open grounds were noted at the 3-prong outlets in this room. Any 3-prong outlet
installed in a house is supposed to be properly grounded, but grounds were not required
when this house was built. 2-prong outlets are no longer widely available and they are
generally more expensive than a standard 3-prong outlet. This is the reason that most
people use 3-prong outlets as replacements in older homes. For most electrical devices
with 2-prong cords, this does not present any issues; however, some electrical devices such
as computers have 3-prong cords and it is these devices that benefit from a properly
grounded outlet. While it is not required that the electrical system in an older home be
upgraded to grounded wiring, it may be desired to have some of the outlets in the house
upgraded, depending on your particular usage requirements. I recommend contacting a
licensed electrician to discuss your options.
6.3. Missing cover plate noted. All switches and outlet boxes should have covers installed
on them at all times as a safety precaution.  If not repaired, a person can come into
contact with energized electrical components. A new cover plate is recommended.

7. Lights/Switches
Lighting Present

7.1. Lights operated when tested.

8. HVAC
Type: Floor Register

8.1. Heating source is working at the time of the inspection.
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 Kitchen 

9. Washer Hose Bib/Drain
Hose Bib: Observed

Drain Location/Type: Drains to Stand Pipe

9.1. Observed only, not tested. Appears serviceable at the time of the inspection.

10. Dryer Hook-up/Vent
Energy Source: Electric Hookup observed

Vent Material: Aluminum Foil Flex

10.1. The electrical outlet for the dryer was tested and appeared to be functioning
normally. The dryer itself was not tested during this inspection.

11. Sink
Material: Porcelain

11.1. Operated when tested. No deficiencies noted.

1. Ceiling
Material: Drywall

1.1. General conditions of ceilings are consistent with age and wear.

2. Walls
Material: Drywall

2.1. General conditions of the walls are consistent with age and wear.

3. Floor
3.1. No deficiencies noted, normal wear and age.

4. Doors
Material: Hollow Wood Pocket

4.1. Operated when tested. No deficiencies noted.

5. Windows
Material/Type: Wood Casement

5.1.  Stuck window(s) noted.  Adjustments or repairs are recommended to restore this
window to an operational condition.  Since windows also serve as a potential escape
route, all windows should be kept in operational condition.
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6. Electrical
Type: Grounded Outlets (3-prong) • GFCI Outlet • Grounded Outlets (GFCI Protected)

6.1. Open grounds were noted at some the 3-prong outlets in this room. Any 3-prong outlet
installed in a house is supposed to be properly grounded, but grounds were not required
when this house was built. 2-prong outlets are no longer widely available and they are
generally more expensive than a standard 3-prong outlet. This is the reason that most
people use 3-prong outlets as replacements in older homes. For most electrical devices
with 2-prong cords, this does not present any issues; however, some electrical devices such
as computers have 3-prong cords and it is these devices that benefit from a properly
grounded outlet. While it is not required that the electrical system in an older home be
upgraded to grounded wiring, it may be desired to have some of the outlets in the house
upgraded, depending on your particular usage requirements. I recommend contacting a
licensed electrician to discuss your options.

6.2. UPGRADE: GFCI outlet present with an open ground condition. That means the outlet is
GFCI protected but it does not have an equipment ground. Upgrading the outlet to
include an equipment ground is recommended if it is used to power certain devices that
require or benefit from a grounded electrical connection. I recommend consulting with an
electrician about your specific needs with UPGRADES being made as needed.

7. Lights/Switches
Type: Lighting Present

7.1. Lights operated when tested.

8. HVAC
Type: Floor Register

8.1. Heating source is working at the time of the inspection.

9. Cooking Appliance
Type: Gas Cook Top w/ Wall Oven

9.1. The heating elements/burners and oven operated when tested. This does not confirm
the efficiency of the system.
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 Fireplace/Wood Stove 

10. Cooking Appliance Hookup
Type: Electric Hookup • Gas Hookup

11. Kitchen Ventilation
Type: Tested - Not properly vented.

11.1. UPGRADE: The vent system currently venting into the attic. Vent hoods should no
longer be vented to a crawl space or attic area as a fire safety precaution. Vent hoods
should only exhaust to the exterior of the building or be of a recirculating type. This
practice may not have been required at the time this structure was built, so changing it
now may not be a 'requirement'. However, 'upgrading' this system is recommended.

12. Dishwasher
Present

12.1. The dishwasher was operated and functioned as intended at the time of the
inspection.

13. Refrigerator
Present

13.1. Refrigerator was operational at the time of the inspection.

14. Microwave
Present

14.1. The microwave was operated and functioned as intended at the time of the
inspection.

15. Sink/Disposal
Material: Composite

Disposal: Present

15.1. The sink and disposal functioned normally when tested.

16. Counters/Cabinets
Counter Material: Granite or Quartz

Cabinet Material: Metal, Wood

16.1. The cabinets were in acceptable condition.

1. Fireplace Location
Living Room • Basement



John Mielke Noble Inspections

  Client McClientson 1234 Noble Inspections Drive, Racine, WI

Page 29 of 41

 Interior 

2. Fireplace/Wood Stove
Type: Masonry-Gas Log

2.1. General condition is consistent with age and use.

2.2. Gas log operated when tested.

3. Flue
Material/Type: Clay Tile

% Visible/Inspected: 30% Inspected

3.1. The flues appeared to be dirty when inspected. Currently, both fireplaces are using
natural gas log units, but these fireplaces are capable of burning wood as well. While there
is little risk of a gas log unit starting a flue fire, I recommend having the flues cleaned by a
professional chimney sweep prior to the use of any solid fuel such as wood, in these
fireplaces.

4. Hearth/Mantle
Hearth Material: Stone • Concrete

Mantle Material: Stone

4.1. Using the fireplace with the gas log that is currently installed will not create any fire
hazards since there are no burning embers. If you desire to burn wood, further evaluation is
recommended by a qualified chimney sweep to determine options for the hearth so it
properly protects the structure from a fire hazard.

1. Stairs/Handrails
Carpeted Stairs, Complete Handrail System

2. Smoke/CO Detectors
Smoke Detectors: Observed • Every Level

CO Detectors: Observed • Every Level

2.1. Test all detectors monthly and install brand new detectors if they are older than 10
years.  Manufacture dates were not checked during the inspection.

3. Limitations of Interior Inspection
Access to some items such as: electric outlets, windows, wall/floor surfaces, and cabinet
interiors was restricted by furniture and large quantity of personal belongings, any such
items are excluded from this inspection report.
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Attic 

1. Attic
Location: House

Method of Inspection: From The Attic Access Only

1.1. Due to insulation type and depth, I did not walk through this area.  Doing so would
damage the thermal blanket that the insulation provides.

2. Access
Location: Hallway

Material/Type: Drywall Panel

2.1. Access panel was in place and functional.

3. Roof Framing
Type: Rafters

3.1. Roof structure appears functional at this time.

4. Sheathing
Material: Plywood

4.1. Improper clearance was noted at the flue piping/roof sheathing area in the attic. The
flue piping observed should have a minimum of 1" of clearance to combustible materials.
Proper clearances should be maintained at all times as a fire safety precaution. Repairs,
made by a qualified contractor, are recommended.

5. Ventilation
Type: Gable Vent • Ridge Vent

5.1. The ventilation appeared to be functioning as intended.
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 Attic 2 

6. Insulation
Type: Fiberglass Batts

Depth: 12" - 14"

6.1. Insulation levels were acceptable.

7. Attic Electrical
Type: Not Visible due to insulation installation in the attic.

8. Attic/Whole House Fan
Attic Fan: Not Observed

Whole House Fan: Not Observed

9. Bathroom Fan Venting
Observed

9.1. UPGRADE: The bathroom fan currently vents directly into the attic, not the exterior of
the house. At the time of the inspection no deficiencies were noted; however, this type of
venting can cause moisture damage within the attic.  All bath fans are now
recommended to vent to the exterior of the house as a mold and moisture prevention
measure. Routing the vents to the exterior may not have been 'required' when this house
was constructed, but is now recommended as an "upgrade".

1. Attic
Location: Garage

Method of Inspection: Walked Through a Portion of the Attic

2. Access
Location: Garage

Material/Type: Pull-down Wood Stairs

2.1. UPGRADE:  A cover, made of a proper/acceptable material, is recommended to
correct this potential fire safety condition.  In the event of a fire, a non-covered or
improperly covered access opening will draw the fire into the attic and allow rapid fire
spread and damage.  Usually, only a small piece of 5/8" drywall is all that is needed. This
may not have been 'required' when this house was constructed, but is now recommended
as an "upgrade".

3. Roof Framing
Type: Rafters

3.1. Roof structure appears functional at this time.
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 Basement 

4. Sheathing
Material: Plywood

4.1. Water stains were observed at the time of the inspection, but no active leakage was
noted. Monitor this area to determine if any active leakage is occurring.  Repair any
leakage on an "as needed" basis.

5. Ventilation
Type: Gable Vent • Ridge Vent

5.1. The ventilation appeared to be functioning as intended.

6. Insulation Type/Depth
Type: None

Depth: Not Present

6.1. No insulation present over the garage.

7. Attic Electrical
Type: Wiring

7.1. No deficiencies noted.

8. Attic/Whole House Fan
Attic Fan: Not Observed

Whole House Fan: Not Observed

9. Bathroom Fan Venting
Not Observed

10. Kitchen Venting
Observed

10.1. UPGRADE: The vent system currently venting into the attic. Vent hoods should no
longer be vented to a crawl space or attic area as a fire safety precaution. Vent hoods
should only exhaust to the exterior of the building or be of a recirculating type. This
practice may not have been required at the time this structure was built, so changing it
now may not be a 'requirement'. However, 'upgrading' this system is recommended.

1. Stairs/Handrails
Type: Carpeted Stairs, Complete Handrail System
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2. Ceiling
Material: Drywall • Exposed Framing

2.1. General conditions of ceilings are consistent with age and wear.

3. Walls
Material: Drywall • Exposed Framing

3.1. General conditions of the walls are consistent with age and wear.

4. Floor
Material: Carpet • Concrete

4.1. The basement flooring material appeared to be functional at the time of this
inspection.

5. Doors
Material/Type: Hollow Wood

5.1. Doors operated and general condition is consistent with age and wear.

6. Windows
Material/Type: Metal Hopper (hinged at bottom)

6.1. All accessible windows were tested and operated properly.

7. Electrical
Type: Grounded Outlets (3-prong)

7.1. Open neutral wiring condition was indicated on my outlet tester, which means that this
the circuit is not complete and will not power a device. Repairs, made by a qualified
electrician, are recommended.
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 Structure 

8. Lights/Switches
Type: Lighting Present

8.1. Lights operated when tested.

9. HVAC
Type: Ceiling Registers

9.1. The registers were functional at the time of this inspection.

10. Insulation
Type: Not Visible - Finished Surfaces

11. Sump Pump
Present: No

12. Radon Mitigation
Present: No

13. Ejector
Present: No

14. Toilet
Present: No

1. Structure Type
Material/Type: Wood Frame

1.1. Appears functional.

2. Foundation Type
Material/Type: Cement Block

2.1. Efflorescence was observed on the foundation walls. This condition occurs when water
seeps through the foundation and evaporates on the inside. Making grading and
drainage changes to the exterior of the house can help reduce the amount of moisture
that comes in contact with the foundation walls.

3. Beams
Material/Type: Steel I-Beam

3.1. No visible deficiencies noted.
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4. Piers/Posts
Material/Type: Steel Posts

4.1. No visible deficiencies noted.

5. Floor Joists
Material/Type: 2x10 Wood

5.1. No visible deficiencies noted.

6. Subfloor
Material/Type: Wood Boards

6.1. No visible deficiencies noted.

7. Limitations of Structural Components Inspection
Finished basement present in this house.  Since it is "finished" most, if not all, of the structure
is concealed.  Such a condition precludes a thorough inspection of the structural
members.
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Inspection Report Summary

Inspection Report Summary
Exterior
Page 4 Item: 1 Exterior Siding 1.1. The steel lintel at the garage service door has started

to rust and expand, causing damage to the exterior
surface of the building. Further evaluation by a qualified
contractor is recommended with repairs being made as
needed.
*Note: A rusted steel lintel will continue to expand and
cause damage if repairs are not made.

1.2. Cracked bricks/mortar noted on the exterior of the
house near the garage service door. Repairs, made by a
qualified contractor, are recommended.

Page 4 Item: 4 Exterior Electrical 4.2. Damaged weatherproof cover observed.  Repairs or
possibly a new cover is needed as a safety precaution.

Garage
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Page 14 Item: 4 Service Door 4.1. Damaged/loose flashing and trim noted around the
garage service door. Repairs, made by a qualified
contractor, are recommended.

Bedroom 1
Page 15 Item: 6 Windows 6.1. Hard operation noted at the windows on the south

wall.  Adjustments or repairs are recommended to allow
the windows to operate smoothly/easily/safely.

Bathroom 1
Page 20 Item: 11 Toilet 11.1. The toilet is loose at the floor. Repairs are needed to

ensure leakage does not occur.
Page 20 Item: 12 Tub/Shower 12.1. The whirlpool tub did not function when tested. It

appears that the electrical service has been
disconnected from the tub. Repairs, made by a qualified
contractor, are recommended.

Bathroom 2
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Page 21 Item: 8 Lights/Switches 8.1. Inoperative light observed.  The wall switch did not
operate the light when tested. If there is a light bulb for
this fixture, I recommend replacing the bulb. Check the
light for operation after changing the bulb. If the light
does not function after changing the bulb, repairs,
made by a qualified contractor are recommended.
*Note: Some light fixtures, typically LED fixtures, no longer
have bulbs that can be changed.

Page 22 Item: 12 Tub/Shower 12.1. The shower diverter does not properly route all of
the water flow up to the shower head.  A replacement
tub spout/diverter valve unit appears to be needed.
Repairs, made by a qualified contractor, are
recommended.

Laundry
Page 24 Item: 5 Windows 5.1.  Stuck window(s) noted.  Adjustments or repairs are

recommended to restore this window to an operational
condition.  Since windows also serve as a potential
escape route, all windows should be kept in operational
condition.
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Page 25 Item: 6 Electrical 6.3. Missing cover plate noted. All switches and outlet
boxes should have covers installed on them at all times
as a safety precaution.  If not repaired, a person can
come into contact with energized electrical
components. A new cover plate is recommended.

Kitchen
Page 27 Item: 5 Windows 5.1.  Stuck window(s) noted.  Adjustments or repairs are

recommended to restore this window to an operational
condition.  Since windows also serve as a potential
escape route, all windows should be kept in operational
condition.
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Attic
Page 30 Item: 4 Sheathing 4.1. Improper clearance was noted at the flue

piping/roof sheathing area in the attic. The flue piping
observed should have a minimum of 1" of clearance to
combustible materials. Proper clearances should be
maintained at all times as a fire safety precaution.
Repairs, made by a qualified contractor, are
recommended.

Basement
Page 33 Item: 7 Electrical 7.1. Open neutral wiring condition was indicated on my

outlet tester, which means that this the circuit is not
complete and will not power a device. Repairs, made
by a qualified electrician, are recommended.
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Final Walk-Through Checklist 

 
    ROOM, AREA  
    AND/OR ITEM 

PRESENT 
 

TO BE 
REMOVED 

N/A FUNCTIONAL NOTES 

KITCHEN      
Refrigerator      
Stove/Range      
Microwave      
Dishwasher      
Notes/Other: 

 

 

 

     

LAUNDRY      
Washer      
Dryer      

Utility Sink      
Notes/Other: 

 

 

 

     

BATHROOMS      
Toilets      

Sink/Counter      
Tub/Shower      
Notes/Other: 

 

 

 

     

BEDROOMS      
Window Treatments      
Permanent Fixtures      

Notes/Other: 

 

 

     



 
    ROOM, AREA  
    AND/OR ITEM 

PRESENT 
 

TO BE 
REMOVED 

N/A FUNCTIONAL NOTES 

LIVING AREAS      
Window Treatments      

Thermostat      
Permanent Fixtures      

Notes/Other: 

 

 

     

ATTIC      
Notes/Other: 

 

 

     

BASEMENT/CRAWL      
Notes/Other: 

 

 

     

HVAC      
Furnace:      

A/C:      
Notes/Other: 

 

 

     

ELECTRICAL      
Notes/Other: 

 

 

     

PLUMBING      
Water Heater:      

Water Softener:      
Well Components:      

Septic:      
Notes/Other: 

 

 

     



GARAGE      
Door Opener:      
Notes/Other: 

 

 

     

EXTERIOR      
Notes/Other: 

 

 

     

LANDSCAPING      
Notes/Other: 

 

 

     

ADDITIONAL COMMENTS: 

__________________________________________________________________________________________
__________________________________________________________________________________________
__________________________________________________________________________________________
__________________________________________________________________________________________
__________________________________________________________________________________________
__________________________________________________________________________________________
__________________________________________________________________________________________
__________________________________________________________________________________________
__________________________________________________________________________________________
__________________________________________________________________________________________
__________________________________________________________________________________________
__________________________________________________________________________________________
__________________________________________________________________________________________
__________________________________________________________________________________________
__________________________________________________________________________________________
__________________________________________________________________________________________
__________________________________________________________________________________________
__________________________________________________________________________________________
__________________________________________________________________________________________
__________________________________________________________________________________________

________________________________________________ 
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